
OPERATIONS: Key and Cylinder InfoOPERATIONS: Key and Cylinder Info
Your new 8155 P*E*D*S Centurion comes with the following factory-installed cylinders and keys
to match.
The Best compatible cylinder in the Simplex unit has an interchangable construction core, which
should be replaced after installation is complete and the lock is working to your satisfaction.  The
housing accomodates a 7-pin core.
The standard mortise cylinder in the UG Lever Trim unit can be replaced with various kinds of
cylinders.  Refer to SGI document "Cylinder Change" for more information and instructions on
changing out the UG Lever Trim cylinder.

Simplex control lock
used to access combination

change sleeve in Simplex unit
when changing combination

(field-installed)

UG LEVER TRIM KEY ENTRY
used by authorized key-holders
Rotate key to release UG Lever Trim
(depress lever to open door)

Standard Mortise Cylinder
Yale straight cam, 11/8"

Simplex Combination Lock
allows access via combination
during normal operating hours

Housing Change Keys
(2)

Control
Key* (1)

SIMPLEX COMBINATION CODE ENTRY
combination given to authorized users
Enter code and rotate thumbturn
to release UG Lever Trim
(depress handle to open door)

Core Change Keys (2)

EXTERIORINTERIOR

DF59 Control Key Cam Cylinder *

KDM option
(ordered separately)

dogging of panic bar
(where permissable)

Dogging Key

8155-PB P*E*D*S CENTURION also used for 8156,8255,8256
(with additional information)
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Core

Best Mortise
1¼" IC housing and 7-pin core

COMBINATION CODE LOCK-OUT
rotating the key locks out combination
access for designated off-hours

"QuickSwitch" access hole plug
remove to access locking post when

changing out bottom cylinder
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(The mortise cylinder shown above is
standard.  Refer to "Cylinder Change"
document about installing other types
of cylinders.)

Quick Switch
Cylinder Protector


